RENSON ALUMINIUM SHADING SYSTEM SPECIFICATION 
Brand		: Solar Shading
Type 		: Icarus® moveable

Manufacturer and reference:
The Icarus® solar shading  system is manufactured and supplied by Renson Ventilation Ltd. Tel: 01622 754 123 Email: projects@rensonuk.net Website: www.renson.eu

Description: 
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]The Renson® Icarus® blades are extruded aluminium profiles used for sun protection in order to reduce solar gains and glare, wall cladding or visual barriers. The aerofoil or rectangular blades can be fixed in position or moveable so to adjust depending on the sun’s position. 

Product Sizes:
ICA elliptical blade: Widths between 100 and 480 mm and heights  from 23 to 80 mm.  
ICL part elliptical nose blade: Width of 200 mm and height of 35mm.
ICP blade: Widths between 60 and 200 mm and heights  from 10 to 40 mm.

Product Construction:
Blade profile: T66 alloy (EN AW-6063).
End plates: Alloy (EN AIMg3) or steel.
Mullions: T66 alloy (EN AW-6063).

Surface treatment: 
Satin anodised (EV6/EV1-SAA) process (20 micron): pre-treated and anodised.
Colour anodised.
Powder coating in any RAL colour (40 micron for the UK micron): aluminium profiles pre-treated to resist corrosion to guarantee. 
Steel components are galvanised and power coated.

Control Option:
Motorised: 24V DC (opened or closed).

Installation and Fixing Options:
Can be tilted to a standard 90o using one of three rotation sets or a stainless steel motor support.

Span between mullions / support  is calculated by Renson according to windload.

Product Information:
[bookmark: _GoBack]http://www.rensonuk.net/Aluminium-solar-shading-United-Kingdom.html




