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Technical data sheet
CO2 monitor 

G0017485

DESCRIPTION

IAQ is a measuring tool for the quality of indoor air, since the 

comfortable indoor environmental quality keeps people working 

efficiently, healthy and feeling well.

CO2-concentration is an important indicator for good quality of 

indoor air. Therefore the Renson CO2 monitor can be a useful tool.

PRODUCT CHARACTERISTICS

∫ Colour: black

∫ CO2 measurement range: 0 - 3000 ppm 

∫ Operational temperature: 0 - 50 °C 

∫ Accuracy: 0 - 2000 ppm: ±7%, > 2000 ppm: ±10% 

∫ AC/DC adapter: not included (Battery CO2 monitor G0017585 can be bought separately) 

∫ DC output range: 5 VDC / 300 mA 

∫ 3 LEDs: current Indoor Air Quality (IAQ)  

PACKAGING

∫ Art. No.:  G0017485

∫ Dimensions:  116 x 38 x 23,8 mm 

∫ Packaging:  per 4 pieces

➀ LCD Display

➁ Calibration gas entry

➂ Power inlet

➃ Ventilation slots

➄ Red LED Display (> 1200 ppm)

➅ Yellow LED Display (800 - 1200 ppm) 

➆ Green LED Display (< 800 ppm)


